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Listing#: E116006

Report #: 131748

Original Certification Date: September 17, 2024
Revised Certification Date:

This Certification is issued to: C
Purex International Limited

QWP House, Capitol Park, Thorne, Doncaster, DN8 5TX,

United Kingdom

Stating that the product(s):
Local Exhaust Ventilation Equipment,
Analogue range, Binzel unit

Product Rating(s):

ANALOGUE RATINGS TABLE
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Supply voltage or Frequency or Power or Current Rating Description of input / cutput i Temperat: Range
Voliage Range Frequency Rate

FUMEBUSTER 230v 230v AC +-10% 50Hz f 60Hz 0.5kW 7/ 3A IEC FUSED C14 power supply input socket 0°C - 50°C

FUMEBUSTER 120v 120V AC +-10% 50Hz / 60Hz 0.5kW / 5A IEC FUSED C14power supply input socket 0°C - 50°C

2tiP 230v AC +/-10% 50Hz / 60Hz 0.5kW / 3A IEC FUSED C14power supply input socket 0°C - 50°C

CcuB3D 230v AC +/-10% 50Hz / 60Hz 0.5kW / 3A IEC FUSED C14power supply input socket 0°C - 50°C

FUMECUBE 230v AC +-10% 50Hz / 60Hz 0.32kW / 3A “IEC FUSED C14 power supply input socket 0°C - 50°C
230v (ALL VARIANTS) LUMBERG 8 pole DIN interface socket”

FUMECUBE 120V AC +~10% 50Hz f 60Hz 0.32KW / 3A “IEC FUSED C14 power supply input socket 0°GC - 50°C
120v (ALL VARIANTS) LUMBERG & pole DIN interface socket”

315 TIP 100-230V AC +-10% 50Hz f 60Hz 0.65KW / 3A IEC C14 power supply input socket 0°C - 50°C

LASERSAFE 100-230V AC +-10% 50Hz / 60Hz 0.65kW / 3A “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

ALPHA 400 120v 120V AC +-10% 50Hz / 60Hz 1.4kW /7 14A “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

ALPHA 400 230v 230v AC +/-10% 50Hz / 60Hz 1.4kW / BA “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

ALPHA DUST 400 120v 120V AC +~10% 50Hz / 60Hz 1.4kW /7 14A “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

ALPHA DUST 400 230v 230V AC +-10% 50Hz f 60Hz 1.4kW 7 BA “IEC C14 power supply input socket 0°C - 50°C
LUMBERG & pole DIN interface socket”

ALPHA 400 WITH 230V AC +-10% 50Hz / 60Hz 1.4kW / BA “IEC C14 power supply input socket 0°C - 50°C
COMPRESSOR 230v LUMBERG 8 pole DIN interface socket”

XBASE 120v 120V AC +-10% 50Hz / 60Hz 1.4kW /7 14A “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

XBASE 230v 230V AC +/-10% 50Hz / 60Hz 1.4kW / BA “IEC C14 power supply input socket 0°C - 50°C
LUMBERG 8 pole DIN interface socket”

XBASE WITH 230V AC +/-10% 50Hz / 60Hz 1.4kW / BA “IEC C14 power supply input socket 0°C - 50°C
COMPRESSOR 230v LUMBERG 8 pole DIN interface socket”

EBASE 100-230V AC +~10% 50Hz / 60Hz T.9KW / 9A - 14A “IEC C14 power supply input socket 0°C - 50°C
MULTIVOLTAGE LUMBERG & pole DIN interface socket”

EBASE WITH 230v AC +-10% 50Hz f 60Hz 20KW/T1A “IEC C14 power supply input socket 0°C - 50°C
COMPRESS0R LUMBERG 8 pole DIN interface socket”




ES MINI 120v 120V AC +/-10% 50Hz / 60Hz 0.5kW /5A “IEC C14 power supply input socket 0°C - 50°C
9 pole D-SUB interface socket”
ES MINI 230v 230v AC +- 10% 50Hz / 60Hz 0.5kW 7 3A “IEC C14 power supply input socket 0°C - 50°C
9 pole D-SUB interface socket”
ES10 120v 120V AC +-10% 50Hz / 60Hz 0.5kW / 5A “IEC C14 power supply input socket 0°C -50°C
9 pole D-SUB interface socket”
ES10 230v 230V AC +/-10% 50Hz / 60Hz 0.5kW / 3A “IEC C14 power supply input socket 0°C -50°C
9 pole D-SUB interface socket”
ES30 100-230V AC +-10% 50Hz / 60Hz 1.3kW /9A -14A “IEC C14 power supply input socket 0°C - 50°C
9 pole D-SUB interface socket”
PUR35 100-230V AC +~10% 50Hz / 60Hz 1.9KW /9A - 14A “IEC C14 power supply input socket 0°C - 50°C
LUMBERG & pole DIN interface socket”
DPX350 100-230V AC +~10% 50Hz / 60Hz T.9KW /9A - 14A “IEC C14 power supply input socket 0°C -50°C
LUMBERG 8 pole DIN interface socket”
Dental 200 FUME 100-230V AC +-10% 50Hz / 60Hz 1.3KW /9A - 14A “IEC C14 power supply input socket 0°C -50°C
EXTRACTOR LUMBERG 8 pole DIN interface socket”
GRAVOTECH LE140HP 120V AC +/-10% 50Hz / 60Hz 1.4kW /7 14A “IEC FUSED C14 power supply input socket 0°C - 50°C
20v 9 pole D-SUB interface socket”
GRAVOTECH LE140HP 230v AC +- 10% 50Hz / 60Hz 1.46W / BA "IEC FUSED C14 power supply input socket 0°C - 50°C
230v 9 pole D-5UB interface socket”
GRAVOTECH LE120HP 120V AC +-10% 50Hz / 60Hz 1.4KW / 14A “IEC FUSED C14 power supply input socket 0°C -50°C
120v 9 pole D-SUB interface socket”
GRAVOTECH LE120HP 230v AC +/- 10% 50Hz / 60Hz 1.4kW / BA “IEC FUSED C14 power supply input socket 0°C -50°C
230v 9 pole D-SUB interface socket”
GRAVOTECH LE150HP 100V AC +/-10% 50Hz / 60Hz 1.4kW / 16A “IEC C20 power supply input socket 0°C - 50°C
100w 9 pole D-SUB interface socket”
GRAVOTECH LE150HP 120V AC +-10% 50Hz / 60Hz 1.4kW / 14A “IEC C20 power supply input socket 0°C - 50°C
120w 9 pole D-SUB interface socket”
GRAVOTECH LE150HP 230v AC +- 10% 50Hz / 60Hz 1.46W / BA “IEC C20 power supply input socket 0°C - 50°C
230v 9 pole D-SUB interface socket”
BASE 400 100v - GCC 100V AC +-10% 50Hz / 60Hz 1.4kW / 16A IEC C14 power supply input socket 0°C -50°C
BASE 400 120v - GCC 120V AC +/-10% 50Hz / 60Hz 1.4kW / 14A IEC C14 power supply input socket 0°C - 50°C

ANALOGUE RATINGS TABLE

Supply voltage or Frequency or Power or Current Rating Description of input / output i Temperature Range
Voltage Range Frequency Rate
BASE 400 230v - GCC 230v AC +- 10% 50Hz / 60Hz 1.4kW / BA IEC C14 power supply input socket 0°C - 50°C
TAGWORKS EXTRACTION 120V AC +-10% 50Hz / 60Hz 0.5kW/5A “IEC FUSED C14 power supply input socket 0°C - 50°C
INTEGRATION KIT 120v 9 pole D-SUB interface socket”
FUMECUBE SINGLE ARM 100-230V AC +/-10% 50Hz / 60Hz 0.4kW /1A -3A “IEC FUSED C14 power supply input socket 0°C - 50°C
MULTIVOLTAGE LUMBERG 8 pole DIN interface socket”
FUMECUBE DUAL ARM 100-230V AC +-10% 50Hz / 60Hz 0.4kW /1A - 3A “IEC FUSED C14 power supply input socket 0°C - 50°C
MULTI VOLTAGE LUMBERG & pole DIN interface socket”
FUMECUBE 100-230V AC +-10% 50Hz / 60Hz 0.4kW /1A - 3A “|EC FUSED C14 power supply input socket 0°C - 50°C
MUTLIVOLTAGE (ALL LUMBERG 8 pole DIN interface socket”
VAIRANTS)
Supply voltage or Frequency or Power or Current Description of Temperature Range
Voltage Range Frequency Rate Rating input / output
connections
WEL350 100 - 230V AC +-10% 30 Hz /60 Hz 1.3kW / 9A - 14A IEC C14 power 0°C - 50°C

supply input socket
Hirschmann CA series
interface socket

Achieved Certification to the following standard(s):
UL61010-1/CSA-C22.2 No. 61010-1: Electrical Equipment for Measurement, Control and Laboratory
Use, Edition 3: June 3rd, 2012.
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Rick Johnson
Eurofins Electrical and Electronic Testing North America, Inc.

All changes proposed in the previously identified product that affects the above information must be submitted to Eurofins for
evaluation prior to implementation to assure continued NRTL Certification status. The covered product(s) shall be subject to follow-
up inspections to ensure that the Certified product(s) are identical to the product sample evaluated by Eurofins E&E NA and that all
responsibilities are being fulfilled as specified in the Applicants’ Responsibility section of the Certification Report. The Applicant
named above has been authorized Eurofins E&E NA to represent the product(s) listed in this record as “MET Certified” and to mark
this/these product(s) according to the terms and conditions of the Eurofins E&E NA Applicant Contract, Listing Reports, and the
applicable agreements. Only the product(s) bearing the MET Mark and under a follow-up service are considered to be included in
this Certification program. This certification has been granted under a System 3 program as defined in ISO/IEC 17067.

( ; Eurofins E&E North America, Inc. is accredited by OSHA and the Standards Council of
N > Canada.
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